Specifications for L/S® Easy-Load® Il Pump Heads

Catalog number

LJ-77200-50
LJ-77200-52

LJ-77200-60
LJ-77200-62

LJ-77201-60
LJ-77201-62

Performance Specifications

Flow capacity

0.06 to 2900 mL/min (9.48 to 45.82 GPH)*

Max rpm

600

Number of rollers

4

Torque Specifications** [a single head pumping water at 0 psi, 21°C (70°F)]

Norprene®, Starting torque 12.9 kg-cm (180 o0z-in)
= PharMed® BPT Running torque 3.6 kg-cm (50 0z-in)
Tygon®, Starting torque 21.2 kg-cm (295 oz-in)
Viton® Running torque 4.3 kg-cm (60 0z-in)
C-FLEX®, Starting torque 5.8 kg-cm (80 0z-in)
Silicone Running torque 2.2 kg-cm (30 0z-in)

Physical Specifications
Housing material

Rotor material
Operating temperature
Shipping weight

Polyphenylene sulfide
Stainless steel
0 to 40°C (32 to 104°F)
0.9 kg (1.91b)

Cold-rolled steel

*Depending on pump head and tubing selected.
**Maximum torque depends on tubing size. For complete torque data, see pages 158-177.

Two-Channel Easy-Load® Il Pump Heads

Identical to our Easy-Load® Il pump heads—except it
comes with two flow channels. Pump two channels
simultaneously from one head (you must use the same
size tubing in each channel), eliminating the need to
stack heads. Each pump head accepts L/S® 13, L/S® 14,
L/S® 16, and L/S® 25 tubing sizes in any formulation.
Mount up to four two-channel heads on a single drive.

Pump Head Ordering Information

Dimensional Drawings cm (in.)
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Flow rates in Two-channel Easy-Load® Il
Tubing mL | mL/min at noted pump heads
size | P€" | rpm (per channel) (fixed occlusion)
rev 1to 100 | 6t0 600 | CRS rotor SS rotor
1/S® 13| 0.06 | 0.06 to 6 |0.36 to 36
/S®14|0.21 [0.21to 21| 1.3 to0 130
LJ-77202-50 | LJ-77202-60 77202-50
L/S®16| 0.8 | 0.8to0 80 |4.8to 480
1/S®25| 1.7 [1.7t0 170{10 to 1000

CRS = cold-rolled steel ~ SS = stainless steel

Use only Masterflex® pump tubing with
Masterflex® pumps to ensure optimal
performance. Use of other tubing may
void applicable warranties.

How to Load Your Pump Head

Tubing is retained by automatic
tubing retention on all models.

e

Adjustable occlusion available
on 77201-60 and -62 models.

2. Close head and move lever
to the right.

1. Rotate lever to left to open
head. Load tubing.

Barnant Company U.S. & Canada: 800-637-3739
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